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LED luminaires  // Radium

We get straight to the heart of light.
Now also with LED luminaires!

The portfolio at a glance:
•    RaLED DampProof 

Suitable for operation in damp rooms or dusty environments (IP65)
•   RaLED Floodlight 

Simple handling and slim design (10 W–50 W)
•   RaLED Downlight Slim 

Very flat design: 25 mm built-in height
•   RaLED Spot 

Low glare due to duo optics design with lens and reflector
•   RaLED Panel Slim 

Uniform light emission due to side injection and long-life diffusion disc made from PMMA
•   RaLED HighBay 

Replacement of traditional discharge lamps (250 W, 400 W)

Why Radium?
•   We offer you a perfect combination of products including traditional lamps, LED lamps,  

LED components and LED luminaires
•   We have what you need: Cost-efficient brand products without frills
•   As an experienced lighting expert, we support you with our extensive know-how
•   We have been a trusted partner of the electrical wholesale business since more than 110 years 
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We are not 
known for our 
expensive design.

But for our good 
price-performance 
ratio.
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LED luminaires  //  Product details

RaLED DampProof

RaLED Floodlight

Product properties & benefits

Product properties & benefits

•   Long-life and robust
•   Classic design 
•   Suitable for operation in damp rooms or  

dusty environments (IP65)
•   Homogeneous light distribution
•   Wide beam angle
•   Simple mounting due to stainless steel mounting brackets

Range of applications:
•   Maintenance and service areas
•   Parking decks and underground passages
•   Garages and carports
•   Staircases and corridors

•   Aluminium casing with lightly frosted front screen
•   Slim design (10 W–50 W)
•   Simple handling due to integrated LED driver with  

1 m mains cable
•   Available in 10 W, 30 W, 50 W and 100 W
•   For indoors and outdoors (IP65)

Range of applications:
•   Loading zones and small parking lots
•   Parking decks
•   Underground passages
•   Building facades
•   Yards and places
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LED luminaires  // Product details

RaLED DampProof

         
 115°        IP65                        8

4003556005877 RaLED DAMPPROOF   600 18W/6500K IP65* DAPA1780 18 1 500 590 86 66 83 6 500 2x18**
4003556005525 RaLED DAMPPROOF   600 18W/4000K IP65 DAPA1737 18 1 500 590 86 66 83 4 000 2x18**
4003556005884 RaLED DAMPPROOF 1200 36W/6500K IP65* DAPA1781 36 3 000 1 180 86 66 83 6 500 2x36**
4003556005471 RaLED DAMPPROOF 1200 36W/4000K IP65 DAPA1738 36 3 000 1 180 86 66 83 4 000 2x36**
4003556005891 RaLED DAMPPROOF 1500 48W/6500K IP65* DAPA1782 48 4 000 1 480 86 72 83 6 500 2x58**
4003556005488 RaLED DAMPPROOF 1500 48W/4000K IP65 DAPA1739 48 4 000 1 480 86 72 83 4 000 2x58**

l mm w mm h mm W

* On demand
** When Ta = 10 °C & ȠLB = 0.5

220–240 >80 30 000 h A+ 06
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LED luminaires  //  Product details

RaLED Floodlight

            
 110°        IP65                       12           06

4003556005808 RaLED FLOODLIGHT   10W/6500K BK IP65* FLLA1759 10 700 101 125 29 70 6 500 80
4003556005228 RaLED FLOODLIGHT   10W/4000K BK IP65 FLLA1758 10 700 101 125 29 70 4 000 80
4003556005211 RaLED FLOODLIGHT   10W/3000K BK IP65 FLLA1757 10 700 101 125 29 70 3 000 80

            
 110°        IP65                       12           07

4003556005815 RaLED FLOODLIGHT   30W/6500K BK IP65* FLLA1762 30 2 400 163 186 34 80 6 500 160
4003556005242 RaLED FLOODLIGHT   30W/4000K BK IP65 FLLA1761 30 2 400 163 186 34 80 4 000 160
4003556005235 RaLED FLOODLIGHT   30W/3000K BK IP65 FLLA1760 30 2 400 163 186 34 80 3 000 160

            
 110°        IP65                         8           07

4003556005839 RaLED FLOODLIGHT   50W/6500K BK IP65* FLLA1765 50 4 000 201 227 37 80 6 500 300
4003556005280 RaLED FLOODLIGHT   50W/4000K BK IP65 FLLA1764 50 4 000 201 227 37 80 4 000 300
4003556005822 RaLED FLOODLIGHT   50W/3000K BK IP65* FLLA1763 50 4 000 201 227 37 80 3 000 300

            
 110°        IP65                         2           07

4003556005846 RaLED FLOODLIGHT 100W/6500K BK IP65* FLLA1767 100  8 800 306 326 70 88 6 500 750
4003556005303 RaLED FLOODLIGHT 100W/4000K BK IP65 FLLA1766 100  8 800 306 326 70 88 4 000 750

l mm w mm h mm W

* On demand

220–240 >80 30 000 h A+



We are not 
known for our 
huge catalog.

But for our 
clearly structured 
portfolio.
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LED luminaires  //  Product details

RaLED Downlight Slim

RaLED Spot

Product properties & benefits

Product properties & benefits

•   Very flat design: 25 mm built-in height
•   High-quality aluminium casing
•   External, pre-wired driver
•   Uniform light emission due to side injection and  

long-life diffusion disc made from PMMA
•   Ceiling aperture 160 mm or 208 mm

Range of applications:
•   Staircases and corridors
•   Residential buildings
•   Foyers and shops
•   General lighting

•   Low glare due to duo optics design 
with lens and reflector

•   External, pre-wired driver
•   Aluminium casing and front ring
•    Swivel-mounted (18°)
•   Suitable for ceiling aperture 68 mm 

Range of applications:
•   Wall illumination and corridors
•  Residential buildings, rooms and foyers
•   Restaurants, pubs and shops
•   Jewellery exhibitions at jeweller’s shop
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LED luminaires  // Product details

RaLED Downlight Slim

         
 110°       IP20                        10

4003556005174 RaLED DOWNLIGHT S 12W/6500K WT IP20* DLSA1732 12 1 050 170 23 160 88 6 500 1x26
4003556005167 RaLED DOWNLIGHT S 12W/4000K WT IP20 DLSA1731 12 1 050 170 23 160 88 4 000 1x26
4003556005150 RaLED DOWNLIGHT S 12W/3000K WT IP20 DLSA1730 12    980 170 23 160 82 3 000 1x26
4003556005204 RaLED DOWNLIGHT S 18W/6500K WT IP20* DLSA1735 18 1 600 225 23 208 89 6 500 2x18
4003556005198 RaLED DOWNLIGHT S 18W/4000K WT IP20 DLSA1734 18 1 600 225 23 208 89 4 000 2x18
4003556005181 RaLED DOWNLIGHT S 18W/3000K WT IP20 DLSA1733 18 1 500 225 23 208 83 3 000 2x18

d mm h mm

* On demand

220–240 >80 30 000 h A+ 02

W
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LED luminaires  //  Product details

RaLED Spot

         
  14°        IP20                        36

4003556005389 RaLED SPOT   5W/4000K WT FL IP20* SPLA1775 5 430 85 63 67-73 86 3 200 4 000 35
4003556005372 RaLED SPOT   5W/3000K WT FL IP20* SPLA1774 5 430 85 63 67-73 86 3 200 3 000 35

         
  36°        IP20                        36

4003556005365 RaLED SPOT   5W/4000K WT WFL IP20* SPLA1773 5 430 85 63 67-73 86 1 100 4 000 35
4003556005358 RaLED SPOT   5W/3000K WT WFL IP20* SPLA1772 5 430 85 63 67-73 86 1 100 3 000 35
4003556005402 RaLED SPOT   8W/4000K WT WFL IP20 SPLA1777 8 590 85 63 67-73 74 1 500 4 000 50
4003556005396 RaLED SPOT   8W/3000K WT WFL IP20 SPLA1776 8 590 85 63 67-73 74 1 500 3 000 50
4003556005426 RaLED SPOT 10W/4000K WT WFL IP20 SPLA1779 10 690 85 72 67-73 69 1 800 4 000 75
4003556005419 RaLED SPOT 10W/3000K WT WFL IP20 SPLA1778 10 690 85 72 67-73 69 1 800 3 000 75

d mm Wh mm

*
 

220–240 >80 30 000 h A   A+ 02 18°



We are not 
known to put 
on a show.

But to deliver 
on our promises.
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LED luminaires  //  Product details

RaLED Panel Slim

RaLED HighBay

Product properties & benefits

Product properties & benefits

•   Uniform light emission due to side injection and  
long-life diffusion disc made from PMMA

•   Direct replacement for traditional grid luminaires  
600/625 (T8 4x18, T5 4x14)

•   Glare-reduced UGR version available
•   Very flat design (8.2 mm) with external driver

Range of applications:
•   Offices
•   Conference rooms
•   Corridors
•   Reception areas and foyers
•   Showrooms

•    Replacement of traditional discharge lamps 
(250 W, 400 W) 

•   Simple 1-to-1 exchange due to rotation symmetric 
design and central suspension

•   Little glare due to reflector design and deep-seated 
LED module

•   Integrated LED driver with 0.5 m feed-in cable

Range of applications:
•   Production and logistics halls
•   Large-area lighting
•   Rooms with high ceilings
•   Entrance halls and foyers
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LED luminaires  // Product details

RaLED Panel Slim

    
*
     

 115°     IP20/44                      10

4003556005907 RaLED PANEL S 600 40W/6500K 230V** PNLA1785 40 3 400 595 595 8.2 575x575 85 6 500 4x18 | 4x14
4003556005341 RaLED PANEL S 600 40W/4000K 230V PNLA1784 40 3 400 595 595 8.2 575x575 85 4 000 4x18 | 4x14
4003556005334 RaLED PANEL S 600 40W/3000K 230V PNLA1783 40 3 200 595 595 8.2 575x575 80 3 000 4x18 | 4x14
4003556005921 RaLED PANEL S 625 40W/4000K 230V UGR PNLA1789 40 3 400 620 620 8.2 600x600 85 4 000 4x18 | 4x14
4003556005914 RaLED PANEL S 625 40W/6500K 230V** PNLA1788 40 3 400 620 620 8.2 600x600 85 6 500 4x18 | 4x14
4003556005327 RaLED PANEL S 625 40W/4000K 230V PNLA1787 40 3 400 620 620 8.2 600x600 85 4 000 4x18 | 4x14
4003556005310 RaLED PANEL S 625 40W/3000K 230V PNLA1786 40 3 200 620 620 8.2 600x600 80 3 000 4x18 | 4x14

l mm w mm h mm

* IP44 = light emission surface
* IP20 = mounting face

** On demand

220–240 >80 30 000 h A 02

W
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LED luminaires  //  Product details

RaLED HighBay

         
  90°         IP44                         1

4003556005853 RaLED HIGHBAY 120W/6500K BK IP44* HIBA1769 120 12 000 350 220 100 6 500 250
4003556005495 RaLED HIGHBAY 120W/4000K BK IP44 HIBA1768 120 12 000 350 220 100 4 000 250
4003556005860 RaLED HIGHBAY 200W/6500K BK IP44* HIBA1771 200 20 000 402 226 100 6 500 400
4003556005501 RaLED HIGHBAY 200W/4000K BK IP44 HIBA1770 200 20 000 402 226 100 4 000 400

d mm h mm W

* On demand

220–240 >80 30 000 h A+ 07



Radium Lampenwerk GmbH

P.O. Box 1440
51678 Wipperfürth

Dr.-Eugen-Kersting-Str. 6
51688 Wipperfürth
Germany

Phone  +49 (0) 22 67 - 8 11
Fax  +49 (0) 22 67 - 8 13 53

radium@radium.de
www.radium.de


